
10-01-12

31 20 11 - 1

SECTION 31 20 11
EARTHWORK (SHORT FORM)

PART 1 - GENERAL

1.1:DESCRIPTION:

This section specifies the requirements for furnishing all equipment,

materials, labor and techniques for earthwork including excavation,

fill, backfill and site restoration utilizing fertilizer, seed and/or

sod.

1.2 DEFINITIONS:

A. Unsuitable Materials:

1. Fills: Topsoil, frozen materials; construction materials and

materials subject to decomposition; clods of clay and stones larger

than 75 mm (3 inches); organic materials, including silts, which are

unstable; and inorganic materials, including silts, too wet to be

stable.

B. Earthwork: Earthwork includes earthwork required for trenchwork

throughout the job site.

C. Degree of Compaction: Degree of compaction is expressed as a percentage

of maximum density obtained by the test procedure presented in AASHTO

T99.

D. The term fill means fill or backfill as appropriate.

1.3 RELATED WORK:

A. Underground Electrical Construction: 26 05 41, Duct Installation.

1.4 CLASSIFICATION OF EXCAVATION:

A. Unclassified Excavation: Removal and disposal of pavements and other

man-made obstructions visible on the surface; utilities, and other

items including underground structures indicated to be demolished and

removed; together with any type of materials regardless of character of

material and obstructions encountered.

B. Rock Excavation:

1. Solid ledge rock (igneous, metamorphic, and sedimentary rock).

2. Bedded or conglomerate deposits so cemented as to present

characteristics of solid rock which cannot be excavated without

blasting; or the use of a modern power excavator (shovel, backhoe,

or similar power excavators) of no less than 0.75 m3 (1 cubic yard)

capacity, properly used, having adequate power and in good running

condition.
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3. Boulders or other detached stones each having a volume of 0.4 m3

(1/2 cubic yard) or more.

1.5 MEASUREMENT AND PAYMENT FOR EXCAVATION:

Measurement: The unit of measurement for excavation and borrow will be

the cubic yard, computed by the average end area method from cross

sections taken before and after the excavation and borrow operations,

including the excavation for ditches, gutters, and channel changes,

when the material is acceptably utilized or disposed of as herein

specified.  The measurement will include authorized excavation for

rock, authorized excavation of satisfactory subgrade soil, and the

volume of loose, scattered rocks collected within the limits of the

work; allowance will be made on the same basis for selected backfill

ordered as replacement. The measurement will not include the volume of

subgrade material or other material used for purposes other than

directed.  The volume of overburden stripped from borrow pits and the

volume of excavation for ditches to drain borrow its, unless used as

borrow material, will not be measured for payment.  The measurement

will not include the volume of any excavation performed prior to taking

of elevations and measurements of the undisturbed grade.

1.6 MEASUREMENT AND PAYMENT FOR ROCK EXCAVATION:

A. Payment for Differing Site Conditions: When rock excavation, as

classified, is encountered, the contract price and time will be

adjusted in accordance with Articles, DIFFERING SITE CONDITIONS,

CHANGES and CHANGES-SUPPLEMENT of the GENERAL CONDITIONS as applicable.

1.7 SUBMITTALS:

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT

DATA, AND SAMPLES.

B. Rock Excavation Report:

1. Certification of rock quantities excavated.

2. Excavation method.

3. Labor.

4. Equipment.

C. Contractor shall submit procedure and location for disposal of unused

satisfactory material. Proposed source of borrow material. Notification

of encountering rock in the project.  Advance notice on the opening of

excavation or borrow areas. Advance notice on shoulder construction for

rigid pavements.
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1.8 APPLICABLE PUBLICATIONS:

A. Publications listed below form a part of this specification to the

extent referenced. Publications are referenced in the text by the basic

designation only.

B. American Association of State Highway and Transportation Officials

(AASHTO):

T99-10..................Moisture-Density Relations of Soils Using a 2.5

kg (5.5 lb) Rammer and a 305 mm (12 inch) Drop

T180-10.................Standard Method of Test for Moisture-Density

Relations of Soils Using a 4.54-kg [10 lb]

Rammer and a 457 mm (18 inch) Drop

D. American Society for Testing and Materials (ASTM):

D698-e1.................Laboratory Compaction Characteristics of Soil

Using Standard Effort

PART 2 - PRODUCTS

2.1 MATERIALS:

A. Fills: Materials approved from on site and off site sources having a

minimum dry density of 1760 kg/m3 (110 pcf), a maximum Plasticity Index

of 6, and a maximum Liquid Limit of 30.

B. Fertilizer: (5-10-5) delivered to site in unopened containers that

clearly display the manufacturer's label, indicating the analysis of

the contents.

C. Seed: Grass mixture comparable to existing turf delivered to site in

unopened containers that clearly display the manufacturer's label,

indicating the analysis of the contents.

D. Requirements For Offsite Soils: Offsite soils brought in for use as

backfill shall be tested for TPH, BTEX and full TCLP including

ignitability, corrosivity and reactivity. Backfill shall contain less

than 100 parts per million (ppm) of total hydrocarbons (TPH) and less

than 10 ppm of the sum of Benzene, Toleune, Ethyl Benzene, and Xylene

(BTEX)and shall not fail the TCLP test.  TPH concentrations shall be

determined by using EPA 600/4-79/020 Method 418.1.  BTEX concentrations

shall be determined by using EPA SW-846.3-3a Method5030/8020.  TCLP

shall be performed in accordance with EPA SW-846.3-3a Method 1311.

Provide Borrow Site Testing for TPH, BTEX and TCLP from a composite

sample of material from the borrow site, with at least one test from

each borrow site.  Material shall not be brought on site until tests

have been approved by the COR.
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E. Buried Warning and Identification Tape: Polyethylene plastic warning

tape manufactured specifically for warning and identification of buried

utility lines.  Provide tape on rolls, 3 inch minimum width, color

coded as specific below for the intended utility with warning and

identification imprinted in bold black letters continuously over the

entire tape length.  Warning and identification to read, “CAUTION,
BURIED COMMUNICATION LINE BELOW” or similar wording.  Color and
printing shall be permanent, Unaffected by moisture or soil. Warning

tape color codes:

Orange: Telephone and Other Communications

F. Warning Tape for Metallic Piping:  Acid and alkali-resistant

polyethylene plastic tape conforming to the width, color, and printing

requirements specified above.  Minimum thickness of tape shall be 0.076

mm (0.003 inch).  Tape shall have a minimum strength of 10.3 MPa (1500

psi) lengthwise, and 8.6 MPa (1250 psi) crosswise, with a maximum 350

percent elongation.

G. Detection Wire For Non-Metallic Piping:  Detection wire shall be

Insulated single strand, solid copper with a minimum of 12 AWG.

PART 3 - EXECUTION

3.1 SITE PREPARATION:

A. Clearing: Clearing within the limits of earthwork operations as

described or designated by the Contracting Officer Representative. Work

includes removal of trees, shrubs, fences, foundations, incidental

structures, paving, debris, trash and any other obstructions. Remove

materials from the Ambulatory Care Center.

D. Stripping Topsoil: Unless otherwise indicated on the drawings, the

limits of earthwork operations shall extend anywhere the existing grade

is filled or cut or where construction operations have compacted or

otherwise disturbed the existing grade or turf. Strip topsoil as

defined herein, from within the limits of earthwork operations as

specified above unless specifically indicated or specified elsewhere in

the specifications or shown on the drawings. Topsoil shall be fertile,

friable, natural topsoil of loamy character and characteristic of the

locality. Topsoil shall be capable of growing healthy horticultural

crops of grasses. Stockpile topsoil and protect as directed by the

Contracting Officer Representative. Eliminate foreign material, such as
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weeds, roots, stones, subsoil, frozen clods, and similar foreign

materials, larger than 0.014 m3 (1/2 cubic foot) in volume, from soil

as it is stockpiled. Retain topsoil on the station. Remove foreign

materials larger than 50 mm (2 inches) in any dimension from topsoil

used in final grading. Topsoil work, such as stripping, stockpiling,

and similar topsoil work, shall not, under any circumstances, be

carried out when the soil is wet so that the tilth of the soil will be

destroyed.

E. Disposal: All materials removed from the property shall be disposed of

at a legally approved site, for the specific materials, and all

removals shall be in accordance with all applicable Federal, State and

local regulations. No burning of materials is permitted onsite.

3.2 EXCAVATION:

E. Trench Earthwork:

1. Utility trenches:

a. Excavate to a width as necessary for proper performance of the

work.

c. Support piping on suitable undisturbed. Unstable material removed

from the bottom of the trench or excavation shall be replaced

with select granular material placed in layers not exceeding 150

mm (6 inches) loose thickness.

d. The length of open trench in advance of pipe laying shall not be

greater than is authorized by the Contracting Officer

Representative.

e. Provide buried utility lines with utility identification tape.

g. Initial backfill material shall be placed and compacted with

approved tampers to a height of at least one foot above the

utility pipe or conduit.  The backfill shall be brought up evenly

on both sides of the pipe for the full length of the pipe.  Care

shall be taken to ensure thorough compaction of the fill under

the haunches of the pipe.  Except as specified otherwise in the

individual piping section, provide bedding for buried piping in

accordance with AWWA C600, Type 4, except as specified herein.

Backfill to top of pipe shall be compacted to 95 percent of ASTM

D 698maximum density.
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3.3 FILLING AND BACKFILLING:

A. General: Do not fill or backfill until all debris, unsatisfactory soil

materials, obstructions, and deleterious materials have been removed

from the excavation. Proof-roll exposed subgrades with a fully loaded

dump truck. Use excavated materials or borrow for fill and backfill, as

applicable.

B. Compaction: Use approved equipment (hand or mechanical) well suited to

the type of material being compacted. Do not operate mechanized

vibratory compaction equipment within 3000 mm (10 feet) of new or

existing building walls without the prior approval of the Contracing

Officer Representative. Moisten or aerate material as necessary to

provide the moisture content that will readily facilitate obtaining the

specified compaction with the equipment used. Compact each layer until

there is no evidence of further compaction. Backfill adjacent to any

and all types of structures shall be placed and compacted to at least

90 percent laboratory maximum density for cohesive materials or 95

percent laboratory maximum density for cohesionless materials to

prevent wedging action or eccentric loading upon or against the

structure.

C. Borrow Material: Borrow material shall be selected to meet the

requirements and conditions of the particular fill or embankment for

which it is to be used.  Borrow material shall be obtained from the

borrow areas selected by the Contractor or from approved private

sources.  Unless otherwise provided in the contract, the Contractor

shall obtain from the owners the right to procure material, pay

royalties and other charges involved, and bear the expense of

developing the sources, including rights-of-way for hauling.  Borrow

material from approved sources on Government-controlled land may be

obtained without payment of royalties.  Unless specifically provided,

no borrow shall be obtained within the limits of the project site

without prior written approval.  Necessary clearing, grubbing, and

satisfactory drainage of borrow pits and the disposal of debris thereon

shall be considered related operations to the borrow excavation.

D. Opening and Drainage of Excavation and Borrow Pits: The Contractor

shall notify the Contracting Officer Representative sufficiently in

advance of the opening of any excavation or borrow pit to permit

elevations and measurements of the undisturbed ground surface to be
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taken.  Except as otherwise permitted, borrow pits and other excavation

areas shall be excavated providing adequate drainage.  Overburden and

other spoil material shall be transported to designated spoil areas or

otherwise disposed of as directed.  Borrow pits shall be neatly trimmed

and drained after the excavation is completed.  The Contractor shall

ensure that excavation of any area, operation of borrow pits, or

dumping of spoil material results in minimum detrimental effects on

natural environmental conditions.

3.4 LAWN AREAS:

A. General: Harrow and till to a depth of 100 mm (4 inches), new or

existing lawn areas to remain, which are disturbed during construction.

Establish existing grades by dragging or similar operations. Do not

carry out lawn areas earthwork out when the soil is wet so that the

tilth of the soil will be destroyed. Plant bed must be approved by

Contracting Officer Representative before seeding or sodding operation

begins.

B. Fertilizing: Incorporate fertilizer into the soil to a depth of 100 mm

(4 inches) at a rate of 12 kg/100 m2 (25 pounds per 1000 square feet).

D. Seeding: Seed at a rate of 2 kg/100 m2 (4 pounds per 1000 square feet)

and accomplished only during periods when uniform distribution may be

assured. Lightly rake seed into bed immediately after seeding. Roll

seeded area immediately with a roller not to exceed 225 kg/m (150

pounds per foot) of roller width.

3.6 DISPOSAL OF UNSUITABLE AND EXCESS EXCAVATED MATERIAL:

A. Disposal: Remove waste material, including unsatisfactory soil, trash,

and debris, and legally dispose of it off property.

B. Dispose of excess excavated materials suitable for fill and/or backfill

as directed by Contracting Officer Representative.

3.7 CLEAN-UP:

Upon completion of earthwork operations, clean areas within contract

limits, remove tools, and equipment. Provide site clear, clean, free of

debris, and suitable for subsequent construction operations. Remove

debris, rubbish, and excess material from the Ambulatory Care Center.

- - - E N D - - -


